AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Nuclear Regulatory Commission

be released or be removed from the
source under normal conditions of use
and handling of the source; and

(2) The source has been subjected to
and has satisfactorily passed appro-
priate tests required by paragraph (e)
of this section.

(e) The applicant shall subject at
least five prototypes of each source
that is designed to contain more than
0.185 kilobecquerel (0.005 microcurie) of
americium-241 or radium-226 to tests as
follows:

(1) The initial quantity of radioactive
material deposited on each source is
measured by direct counting of the
source.

(2) The sources are subjected to tests
that adequately take into account the
individual, aggregate, and cumulative
effects of environmental conditions ex-
pected in service that could adversely
affect the effective containment or
binding of americium-241 or radium-
226, such as physical handling, mois-
ture, and water immersion.

(3) The sources are inspected for evi-
dence of physical damage and for loss
of americium-241 or radium-226, after
each stage of testing, using methods of
inspection adequate for determining
compliance with the criteria in para-
graph (e)(4) of this section.

(4) Source designs are rejected for
which the following has been detected
for any unit: Removal of more than
0.185 kilobecquerel (0.005 microcurie) of
americium-241 or radium-226 from the
source or any other evidence of phys-
ical damage.

[30 FR 8192, June 26, 1965, as amended at 43
FR 6923, Feb. 17, 1978; 72 FR 55928, Oct. 1, 2007;
73 FR 42674, July 23, 2008; 77 FR 43694, July 25,
2012]

§32.58 Same: Labeling of devices.

Each person licensed under §32.57
shall affix to each source, or storage
container for the source, a label which
shall contain sufficient information
relative to safe use and storage of the
source and shall include the following
statement or a substantially similar
statement which contains the informa-

§32.59

tion called for in the following state-
ment:1

The receipt, possession, use, and
transfer of this source, Model, Serial
No., are subject to a general license
and the regulations of the TUnited
States Nuclear Regulatory Commission
or of a State with which the Commis-
sion has entered into an agreement for
the exercise of regulatory authority.
Do not remove this label.
CAUTION-RADIOACTIVE MATERIAL-THIS
SOURCE CONTAINS AMERICIUM-241 (or
RADIUM-226). DO NOT TOUCH RADIO-
ACTIVE PORTION OF THIS SOURCE

(Name of manufacturer or initial transferor)

[72 FR 55929, Oct. 1, 2007]

§32.59 Same: Leak testing of each
source.

Each person licensed under §32.57
shall perform a dry wipe test upon each
source containing more than 3.7
kilobecquerels (0.1 microcurie) of amer-
icium-241 or radium-226 before transfer-
ring the source to a general licensee
under §31.8 of this chapter or under
equivalent regulations of an Agree-
ment State. This test must be per-
formed by wiping the entire radio-
active surface of the source with a fil-
ter paper with the application of mod-
erate finger pressure. The radioactivity
on the filter paper must be measured
using methods capable of detecting
0.185 kilobecquerel (0.005 microcurie) of
americium-241 or radium-226. If a
source has been shown to be leaking or
losing more than 0.185 Kkilobecquerel
(0.005 microcurie) of americium-241 or
radium-226 by the methods described in
this section, the source must be re-
jected and must not be transferred to a
general licensee under §31.8 of this
chapter, or equivalent regulations of
an Agreement State.

[77 FR 43694, July 25, 2012]

1Sources licensed under §32.57 before Janu-

ary 19, 1975, may bear labels authorized by
the regulations in effect on January 1, 1975.
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